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MODBAR TEA

Brew tea with ease, beauty, and consistency. Modbar Tea allows you to
transform your existing Modbar Espresso AV system into a craft-forward
solution for speciality tea and on-demand tea concentrates.




Modbar Tea expands the capabilities of the Modbar Espresso AV system, providing you
with full control over brewing tea and tea concentrates. Program infusions volumetrically
or by beverage mass with ABR capable systems, and save multiple tea recipes alongside
your existing espresso recipes. The tea portafilter allows you to control the flow rate of
your tea infusions, while a simple pull of the lever begins the process. With its open,
under-counter design, Modbar Tea enhances workflow and customer connection while

bringing beauty, flexibility, and reliability to the tea brewing process.

modular design allows you to tailor your bar

open concept highlights your craft

customizable recipes for tea infusions
programmable, repeatable volumes

optional scales for mass mode brewing methods
four-position, programmable lever

precise PID temperature control

heated taps ensure temperature stability
Espresso AV module supports two dispensing taps
easy, lever-based dispensing

control flow rate using the tea portafilter

intuitive display and shot timer

SPECIFICATIONS

*WxDxH

(MODBAR AV SYSTEM)
SPECS TAP MOD 2 GR MOD1GR
Dimensions* 14 x32x36cm 43x38x22cm 43 x38x22cm
54x14,0x12,5in 17,0 x14,9x 8,5 in 17,0 x14,9x 8,5 in
Weight 10,5kg 18 kg 16,5 kg
23 |bs 40 lbs 36,5 lbs
Capacity 2,8 | (dual boiler) 1,41
ELECTRICAL MOD 2 GR (CE) MOD 2 GR (ETL) MOD 1GR
Voltage 220-240V 208 V 208-240V /110 V
Amps A 13 A TA /1 14A
Element Wattage 3233 W 2733 W 1545 /1650 W
Frequency 50/60 Hz 60 Hz 50/60 Hz
Phase single single single



